
Flex Systemvæg 
Flex Systemvæg a system without significant thermal bridges to 

facilitate the insulation of both heavy and light walls. The system 

can be used for both new construction and renovation. 

Facings is not a part of the system but 

can be chosen freely, but with weight 

restrictions.

Solutions around the windows can, to a 

large extend, be chosen freely.



Flex Systemwall 

Concrete wall

Insulation

Facings

Carrier profile



Flex system for buildings with up to 2 storeys

ÅBatts 

Lambda 35, 70 kg/m3

Flex zone on both short and 
long side.

Thicknesses  100, 150, 175, 
200, 225

ÅCarrier Profile 

Wooden profile 28x100 mm

ÅFastenings is done with 

Galvanized  screws.

ÅFacings maximalt  25 kg/m2



Static system / installation 

Underlayer boards screwed into the back wall 

whereby the insulation is maintained.

Wind Pressure on the facade is transferred directly through 

the insulation.

Negative wind pressureon the facade is transferred 

through the screws.

Wind barrier between facade panels and batts are dispensable. 

(Insulation density combined with a windproof back wall) 

The weight of the facade cladding and under-layer boards are

carried by the roof structure. 





Flex system for buildings with more than 2 storeys 

ïCarrier profile in steel.

ïMore simpel static system.

ïPossibility of correction of the 

façade 



Montage of batts



Montage of batts


